AT 316 @ @/ @‘D

TRACTION SELF-CLEANING FIELD HIGH FLOTATION ~ HIGH PUNCTURE
PROTECTION CAPABILITY RESISTANCE

AT 316 is suitable for compact utility tractors in municipality and maintenance applications. The special tread
design provides excellent traction without compromising field protection - an essential feature for this kind
of application. AT 316 is also available as “aramid-belted” version to provide increased puncture resistance.

RIM SLR RC
Rec. Alt. mm) (mm)
i _ -@: -

10.50 | - 55;

24 X 12.00 - 12 1-70;1- 90 = 315 610 27 1769 STD 4 TL =
10.50 | - 55;

24X 12.00 - 12 1-70;1- 90 315 610 271 1769 AB 6 TL =

STD: Standard
AB: Aramid Belted Version (D

TR 360

DURABILITY  STABILITY

TR 360 is suitable for implement machinery in hay harvesting and lawn and garden applications. The particular
tread design along with the casing structure provides excellent stability in all field conditions and ensures a
long tire life-cycle.

RIM R RC
Rec. Alt. m) m)
i _ -@: - - -

18X7-8 5.5 = 180 460 202 1334 STD 6 TL =

STD: Standard




LG SMOOTH

GROWING TOGETHER

9 &

DURABILITY FIELD
PROTECTION

@

b
HANDLING HIGH PUNCTURE

RESISTANCE

LG SMOOQOTH is a lawn and garden tire suitable for mowers. While the tire is gentle on the ground, the enhanced
design ensures increased durability and eases handling. LG SMOOTH is available in an “aramid-belted” version
for users who need strengthened puncture resistance.

RIM SLR RC
Rec. Alt. mm) (mm)
§ _ -:Z-@: - - -

18 X 10.50 - 10 IS;OI,I 559‘0 8% JA 254 460 207 1334 STD 2 TL
20 X 10.00 - 10 8.00 - 55 7.00 II-_S:(;)I -70; 245 500 223 1450 STD 2 TL
20 X 10.00 - 10 8.00 |- 55 7.00 II-_S:(;)I -70; 245 500 223 1450 STD 4 TL
20 X 10.00 - 10 8.00 - 55 7.00 II-_S;)(;)I -70; 245 500 223 1450 STD 6 TL
20 X 10.00 - 10 8.00 - 55 7.00 II-_S:(;)I -70; 245 500 223 1450 AB 6 TL

AB: Aramid Belted Version

Tolerances: 0.D. + 2% - S.W. + 2% -
LI/SS = Load Index / Speed Symbol;
S.W. = Section Width; 0.D. = Overall Diameter;
SLR = Static Loaded Radius; RC = Rolling Circumference;

SRI =

Speed Radius Index

RC + 2.5%




LAWN & GARDEN TIRES

LG 306

F—mm

PROTECI'ION

& k@

DURABILITY

h
HANDLING HIGH PUNCTURE
RESISTANCE

LG 306 is a lawn and garden tire suitable for mowers. In some sizes, LG 306 is also fit for transport operations
with airport cruise cars and small tractors in municipality/maintenance applications. The specific tread pattern
makes the tire gentle on the ground, easing handling at the same time.

LG 306 is available in an “aramid-belted” version for users who need strengthened puncture resistance.

R RC
mm) (mm)
Version TYPE LI/SS

11X4.00-5 3.00A - 104 272 120 789 STD 4 L

13X5.00-6 3.50A - 127 325 144 943 STD 4 i

13X5.00-6 3.50A - 127 325 144 943 STD 6 i

15X 6.00 -6 450A - 152 365 159 1059 STD 4 i

15X 6.00-6 450A - 152 365 159 1059 STD 6 L

16 X6.50 - 8 53751-351- - 170 408 182 1183 STD 4 L
70;1- 90

16 X6.50 - 8 >3751-35:1- - 170 408 182 1183 STD 6 L
70;1- 90

16X 6.50- 8 53;3; '.'.59‘3 - - 170 408 182 1183 AB 6 TL

16 X 6.50 - 8 53751-351- - 170 408 182 1183 STD 8 L
70;1- 90

18x850-8 %0 'I' _595(")' -7 - 215 450 198 1305 STD 4 L

18x850-8 % 'I' _536' 10, - 215 450 198 1305 STD 6 i

18x950-8 % 'I' _595(")' -7 - 230 470 206 1363 STD 4 L

STD: Standard
AB: Aramid belted version (D




GROWING TOGETHER

LG 306 @ U U

h
DURABILITY HANDLING HIGH PUNCTURE
PROTECI'ION RESISTANCE

LG 306 is a lawn and garden tire suitable for mowers. In some sizes, LG 306 is also fit for transport operations
with airport cruise cars and small tractors in municipality/maintenance applications. The specific tread pattern
makes the tire gentle on the ground, easing handling at the same time.

LG 306 is available in an “aramid-belted” version for users who need strengthened puncture resistance.

RIM R RC
Rec. Alt. mm) (mm)
§ _ -:Z-@ - - b

@ 7.001-55;1-70;

18x850-8 0 ol - 215 450 198 1305  AB 6 T
18X9.50-8 0015170 - 220 470 206 1363 SID 6 it

18x950-g 0013170 - 230 470 206 1363 AB 6 it
20X 10.00-8 goot-ss 70NN a5 sog a1 w3 sm 4 it
20X 10.00-8 goot-ss PO a5 sog a1 s 6 it
20X 10.00-8 goot-ss  TONTNITO a5 sog a1 w3 a8 6 it
18x850-10 0 'I' _595(")' > - 210 460 209 1340 ST 4 i
20x800-10  *O01NIT0 g 205 500 223 1450 STD 4 it
20 X 10.00 - 10 8001-55  7001-55 250 508 226 1473 SID 4 it
20x800-10  SO1NIT0 g 205 500 223 1450 STO 6 it
20 X 10.00 - 10 8001-5 ~ 7001-55 250 508 226 1473 STD 6 it
20 X 10.00 - 10 8001-55  7001-55 250 508 226 1473  AB 6 it

STD: Standard
AB: Aramid belted version (D

Tolerances: 0.D. + 2% - S.W. + 2% -
LI/SS = Load Index / Speed Symbol;

S.W. = Section Width; 0.D. = Overall Diameter;

SLR = Static Loaded Radius; RC = Rolling Circumference;
SRI = Speed Radius Index

RC + 2.5%



LG 306 @ on

FIELD DURABILITY
PROTECTION RESISTANCE

LG 306 is a lawn and garden tire suitable for mowers. In some sizes, LG 306 is also fit for transport operations
with airport cruise cars and small tractors in municipality/maintenance applications. The specific tread pattern
makes the tire gentle on the ground, easing handling at the same time.

LG 306 is available in an “aramid-belted” version for users who need strengthened puncture resistance.

RIM SLR RC
Rec. Alt. (mm) (mm)
§ _ -/\-Z-@ - - b

3xss0-12  OINIT0 g 20 575 258 1668 S 4 T -
3xss0-12 0NN gy 20 575 258 1668 S 6 T .
3xss0-12  TONNITO gy 210 575 258 1668 AB 6 Tl .
23xss0-12 % 'I' _5;’(")' A T 210 575 258 1668  STD 8 i -
23x850-12 % 'I' _5;’(")' A T 210 575 258 1668 ST 12 i -
23X10.50- 12 gsi-s5  POITNITO a60 s ae e s 4 T .
23X10.50- 12 gsi-s5  POITNITO a6 s 2 16w s 6 1 .
23X10.50- 12 g5i-ss OO g6 sss 2,2 e A8 6 1 .
23X10.50- 12 g51-ss OO g6 ses 2,2 16w s 8 1 .
BX1050-12  ssi-ss 0N 05 s 2 e s 2w .
9.0 AT
24X12.00- 12 95 AT 8.5 AT 208 610 276 1774 s 4 T .
8.0AT
6x1200-12 001 qonumeraa 30 e 283 1ess s 4 s .
6x1200-12 001 qonmeria 30 e 283 1ess A8 6 s -
6x1200-12 001 qonmeria 30 e 283 1ess s 8 s .
26x1200-12 000 qonumeria 30 e 283 ess A 8 T .
26x1200-12 O30V qonumeria 30 e 283 1ess s 2 M .
26x1200-12 001 qonumeria 30 e 283 1ess s 14 T .

STD: Standard
AB: Aramid belted version (D



GROWING TOGETHER

LG 306 . U U

h
DURABILITY HANDLING HIGH PUNCTURE
PROTECI'ION RESISTANCE

LG 306 is a lawn and garden tire suitable for mowers. In some sizes, LG 306 is also fit for transport operations
with airport cruise cars and small tractors in municipality/maintenance applications. The specific tread pattern
makes the tire gentle on the ground, easing handling at the same time.

LG 306 is available in an “aramid-belted” version for users who need strengthened puncture resistance.

RIM SLR RC
Rec. Alt. (mm) (mm)
§ _ -/\-Z-@ - - b

24X 8.50- 14 7IA - 210 610 280 1769 ST 4 T -
sx850-14 %0 'I' _5;’(")' > - 20 638 333 1914 S 6 i -
27X850-15 7.00 A - 216 680 308 1970 ST 4 i -
27X 1050 - 15 8.00 LB - 22 705 318 2042 ST 4 ! -
27X10.50- 15 8.00 LB - 272 705 318 2082 SO 12 ! -
31X 155-15 1318 - 391 792 350 2313 ST 4 ! -
136-16 w12 w11 388 975 414 2847 ST 4 ! -
33X 15.50 - 16.5 12.00 - 39 840 374 2453 STD 10 !
)
38X 14.00-20 w11 W1TH 375 980 435 2894 ST 4 ! -
44X 18.00 - 20 w14l W14 LH 475 1180 543 34% ST 4 !

STD: Standard
AB: Aramid belted version @

Tolerances: 0.D. + 2% - S.W. + 2% - RC + 2.5%

LI/SS = Load Index / Speed Symbol;

S.W. = Section Width; 0.D. = Overall Diameter;

SLR = Static Loaded Radius; RC = Rolling Circumference;
SRI = Speed Radius Index




LAWN & GARDEN TIRES

LG 307 @ é«j @

FIELD DURABILITY HANDLING
PROTECTION
LG 307 is a lawn and garden tire suitable for mowers. The specific tread pattern makes the tire gentle on the
ground to prevent turf damages, easing handling at the same time.

Version

”
20%1000-8  S001-951-70:7.001-551-70; 555 495 215 1435 STD 4 TL
1-90 1-90
20x10.00-8  S001-35:1-70;7.001-551-70; 55 495 215 1435 STD 6 1L
1-90 1-90
10"
20 X 12.00 - 10 GOLe 285 500 221 1435 SO 4 i :
: 1-70;1- 90

STD: Standard




=
‘Q‘,

o T T o ™

!

LG 408

b
DURABILITY  HIGH PUNCTURE
RESISTANCE
LG 408 is a lawn and garden tire suitable for mowers. The specific tread pattern makes the tire gentle on
the ground to prevent turf damages. LG 408 is available in an “aramid-belted” version for users who need
strengthened puncture resistance.

GROWING TOGETHER

Raas

FIELI
PROTECTION

RIM
Rec. Alt.

S.W. R RC
m) mm) | (mm)
- Version TYPE LI/SS

uxpp-z 02T . 320 605 269 1755 SO 4 it :
uxnw-z 02T . 320 605 29 1755 S 6 it :
uxpw-z 02T : 320 605 269 1755 AB 6 1 :
265X 14.00-12 12.001 : 380 665 203 1929 S 4 t :
265X 14.00-12 12.001 : 380 665 203 1929 S 6 t :
265X 14.00-12 12.001 : 380 665 293 1929  AB 6
STD: Standard

AB: Aramid belted version (1

1L

Tolerances: 0.D. + 2% - S.W. + 2% - RC + 2.5%
LI/SS = Load Index / Speed Symbol;
S.W. = Section Width; 0.D. = Overall Diameter;

SLR = Static Loaded Radius; RC = Rolling Circumference;
SRI = Speed Radius Index

P



LG RIB

FIELD DURABILITY  HIGH PUNCTURE
PROTECTION RESISTANCE

LG RIB is a lawn and garden tire suitable for mowers. The specific tread pattern makes the tire gentle on the
ground to prevent turf damages and ensures a long product life. LG RIB is available in an “aramid-belted”
version for users who need strengthened puncture resistance.

RIM R RC
Rec. Alt. (mm) (mm)
§ _ -:Z-@ - - b

13X5.00-6 350A - 127 325 144 943 STD 4 T -
13X5.00-6 3.50A - 127 325 144 943 AB 6 L -
15X 6.00-6 450A - 152 365 159 1059 STD 4 L -
15X6.00-6 450A - 152 365 159 1059 STD 6 L -
15X 6.00-6 450A - 152 365 159 1059 AB 6 L -
16 X 6.50- 8 LDl - 170 408 182 1183 STD 4 i -
70;1-90
16 X 6.50 -8 L2l - 170 408 182 1183 STD 4 L -
70;1-90
16 X 6.50 -8 LDl - 170 408 182 1183 STD 6 L -
70;1-90
5.3751-55;1-
16 X6.50 - 8 70:1-90 - 170 408 182 1183 AB 6 T -
16 X 6.50 - 8 a7 (le gl - 170 408 182 1183 STD 8 L -
70;1-90
16 X6.50 - 8 LDl - 170 408 182 1183 STD 10 T -
70;1-90
20x1000-10  B00!SNITUTOOLONIT0 g6 40g 22 w4 s 4 18 -

STD: Standard
AB: Aramid belted version (1)

ﬂi'%__h Wiy

Ari




TRAC MASTER

GROWING TOGETHER

2/ fof

TRACTION  STABILITY

TRAC MASTER is a soil tillage and lawn and garden tire, suitable for small tractors, implement machinery,
compact loaders, and mowers. It has been designed to improve traction, while the wider footprint ensures

great stability.

RIM R RC
Rec. Alt. mm) (mm)

! - b

300/60 - 12 10.5 9.5 306 645 285 1885 STD 8 n o
31X15.50-15 131B = 405 810 357 2365 STD 6 TL 0
31X15.50-15 131B = 405 810 357 2365 STD 8 TL 0
33X15.50-15 131B = 404 865 378 2526 STD 6 TL 0
33X15.50-15 131B = 404 865 378 2526 STD 8 L -

STD: Standard

TR 313

B fo) &

SUITABLE FOR
MUDDY GROUND

TR 313 is suitable for soil tillage and lawn and garden operations with implement machinery, trenchers and

orchard harvesters. It is an ideal tire for muddy grounds. The large contact area provides an excellent grip. The
TR 313 tire has been engineered to ensure a high level of stability also in critical operating conditions.

TRACTION

STABILITY

RIM SLR RC
Rec. Alt. (mm) m)
T _ -@: - - b

31X15.50- 15

131B

370

770

342

2233 STD 8

||

STD: Standard

Tolerances: 0.D. + 2% - S.W. + 2% - RC + 2.5%
LI/SS = Load Index / Speed Symbol;
S.W. = Section Width; 0.D. = Overall Diameter;

SLR = Static Loaded Radius; RC = Rolling Circumference;

SRI =

Speed Radius Index




TR 315 @ @ . .

TRACTION _ SUITABLE FOR STABILITY SPECIAL

MUDDY GROUND COMPOUND

TR 315 is suitable for muddy grounds in soil tillage and lawn and garden operations. It is ideal with implement

machinery, trenchers and orchard harvesters. The TR 315 tire has a large contact area which provides excellent
grip and outstanding stability in any condition.

RIM R RC
Rec. Alt. mm) (mm)
§ _ -:Z-@ - - b

5.3751-55; -
16X 6.50-8 70;1- 90 = 155 408 182 1183 STD 4 TL =
5.3751-55; -
16X 6.50- 8 70;1- 90 = 155 408 182 1183 STD 6 TL =
7IA;
23X8.50-12 7.001-55;1-70; - 205 575 258 1668 STD 4 L -
1-90
7TIA;
23X8.50-12 7.001-55;1-70; - 205 575 258 1668 STD 6 L -
1-90
23X10.50 - 12 8% A 7JA 255 590 260 1682 STD 4 TL =
23X10.50 - 12 8% JA 7JA 255 590 260 1682 STD 6 TL =
23X10.50 - 12 8% JA 7JA 255 590 260 1682 STD 8 TL =
23X10.50 - 12 8% JA 7JA 255 590 260 1682 STD 10 TL =
81 IA;
26 X 12.00 - 12 10%:JA 308 655 289 1905 STD 4 TL =
9% JA
8" IA;
26 X 12.00 - 12 10%2JA 308 655 289 1905 STD 8 TL =
9% JA
8% A;
26 X 12.00 - 12 10%2JA 308 655 289 1905 STD 10 TL =
9% JA
8% IA;
26 X 12.00 - 12 10%2JA 308 655 289 1905 SPL 10 TL =
9% JA
8 A;
26 X 12.00 - 12 10%:2JA 308 655 289 1905 STD 12 TL =
9% JA
31X 15.50- 15 131B = 390 800 354 2320 STD 8 L B
31X15.50- 15 131B = 390 800 354 2320 STD 10 L =
31X15.50- 15 10LB = 390 800 354 2320 STD 12 L =

STD: Standard
SPL: Special version (D

12



GROWING TOGETHER

TR 317 @/ @/ @

TRACTION SUITABLE FOR STABILITY
MUDDY GROUND

TR 317 is suitable for soil tillage operations on muddy grounds with implement machinery and trenchers.
The TR 317 tire has a large contact area which provides excellent grip and outstanding stability in any condition.

RIM SLR RC
Rec. Alt. (mm) (mm)
§ _ -:Z-@ - - -

7.001-55;1-70;
1-90

18 X8.50-8 215 450 198 1305 STD 4 TL o

STD: Standard

TR 319 & & fof

TRACTION SUITABLE FOR STABILITY
MUDDY GROUND

TR 319 is a tire for implement machinery, orchard harvesters and trenchers in lawn and garden as well as
soil tillage applications. Featuring a large contact area providing best traction, TR 319 is very suitable for
applications on wet and dry surfaces.

RIM SLR RC
Rec. Alt. (mm) (mm)
§ _ -:Z-@ - - b

8.0AT; 8.5AT,
9.0AT

26 X 12.00 - 12 10.50 AT 318 640 = = STD 8 TL 116 A3

STD: Standard

Tolerances: 0.D. + 2% - S.W. + 2% - RC + 2.5%
LI/SS = Load Index / Speed Symbol;

S.W. = Section Width; 0.D. = Overall Diameter;
SLR = Static Loaded Radius; RC = Rolling Circumference;
SRI = Speed Radius Index




GF 304

DURABILITY ~ COMFORT FIELD HIGH PUNCTURE
PROTECTION RESISTANCE

GF 304 is suitable for soil tillage applications with implement machinery and trenchers. No matter which soil
tillage operation you are performing on your field, GF 304 will ensure best comfort and ground protection.
GF 304 is also available as “aramid-belted” version to provide increased puncture resistance.

RIM

Version

7.001-55;1-70;

18X 8.50-8 o0 216 460 202 1334 STD 4 T -
18x850-8 % 'I' _595(")' > 216 460 202 1334 AB 4 i -
18x850-8 % 'I' _536' 2 216 460 202 1338 STD 6 T -

STD: Standard
AB: Aramid belted version @

GF 305 CLASSIC @ @/ @

DURABILITY COMFORT

FIELD
PROTECTION

GF 305 CLASSIC is a special tire mainly designed for golf carts, but it is also suitable for some hay harvesting
operations with implement machinery. This tire is naturally gentle on the ground and protects the field from
damages. GF 305 CLASSIC is a really comfortable tire which makes riding a pleasure.

RIM RC
Rec. Alt. mm)
1 _ - - b

6.00 | - 55;

205/50 - 10 7.00 - 55 1-70; 1- 90

215 470 21 1363 STD 4 TL =

STD: Standard




GROWING TOGETHER

GF 305 FARM TRAILER (& [

HEAVY DUTY SERVICE STABILITY

GF 305 FARM TRAILER has been designed for trailers in transport operations. This tire is particularly suitable
for heavy-duty service and provides outstanding stability in any condition.

RIM SLR RC
Rec. Alt. mm) m)
_ -:Z-@: - - b

@ 205/65 - 10

(20.5x8.00- 10) 6.00 = 212 520 223 1508 STD 10 TL =

STD: Standard

Tolerances: 0.D. + 2% - S.W. + 2% - RC + 2.5%

LI/SS = Load Index / Speed Symbol;

S.W. = Section Width; 0.D. = Overall Diameter;

SLR = Static Loaded Radius; RC = Rolling Circumference;
SRI = Speed Radius Index




